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REMARKS 

Claims 58-92 remain pending. 

The Examiner has rgected claims 58-75, 77-81, 83-87, and 89-92 under 35 U.S.C. §112, 
fist paxagr^ as failing to con^ly with the enablement requirement. The Examiner asserts that 
"Qaim 1, for exaiqple, recites 'when the packet is a start packet, at the cHent side, adding a tag 
to the start packet to indicate that the start packet should be forwarded by a device other than a 
chent side device to a pluraUty of repHcas that each duplicates the data contents of the server, 
wherein the tag is an option byte having one of two states that indicate whether redirection is' 
permissible or impermissible." The Examiner then states that the specification "lacks written 
description in detennining when redirection is permissible or impermissible" and that the 
♦feaminer does not imderstand what is the functional relationship between a 'start packet" to 'a 
pluraUty of repHcas' and 'an option byte' to 'permissible state' or 'impennissible state.' 

The specification contains examples of determining when redirection is permissible or 
impecmissible. For example, redirection determination is described in the application 
60/1 68,862 (which is incorporated by reference) at pages 7-8, among other places: 

TrafiSc Interception and Redirection 
hiterccption 

A router will check packets passing through it against its set of 
Service Group descriptions. The Service Group descriptions are 
checked in priority order. A packet which matches a Service Group 
description is a. candidate for redirection to a web-cache in the 
Service Grov^), 

A router will not redirect a packet with a source IP address of a 
web-cache in the Service Group. 

Redirection 

The router wiU redirect packets using a two-stage process. In the 
first stage a primary key is formed from the packet (as defined by 
the Service Group description) and hashed to yield an index into the 
Redirection Hash Table. 

Ifthc Hash Table entry contains an unflagged web-cache index then 
the packet will be redirected to that web-cache. If the bucket is 
unassigned the packet is forwarded without redirection. If the btwket 
IS flagged as requiring a secondary hash then a secondary key is 
formed and hashed to yield an index into the Hash Table. If the 
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SSfS^ ^ ^""^ , 8 web^ache index then the packet ^vill be 

2^ 2T' '""^ of redirection determination at page 5, 

An example of a case in ^ch packets would need to be reinserted in the 

l^^ t^tlV^J"^^^'' ^ corresponding to a coxmection requiring 
based aufhenlaoation. AnoUier example would be where Hie cache is overloaded 
and IS currently unable to handle all of the redirected ira^ overloaded 

n'^l-T ^'^.^^P^^ ^^^^ mechanisms for determining when redirection is 

permis^ble or mzpermissible (..^., based on whether the padcet matches a particular service 
^^ descnption, based on whether the packets correspond to a comLon requir^ 
^enhcatu^^orwhe^^acacheis overloaded, etc.). Page 12, Line 14 through Page 13,3 
^TI 2 'T": d^tennination of redirection permission is specked i^ a start 

1 I^n^' '"^^"^ " ^^■'^^ i-pemussible and then how to ^ecify 

comply with the lequizemeats of 35 U.S.C. § 1 12, first paragraph. 

that ^ pending claims ar^ allow^le and respectfully requests a 

P"^^'^^^" °^ ^^-^on, the undersigned c^b! 
leachedatthetelephonenumbersetout below. unoersignea can be 

Respectfully submitted, 
BEYER WEAVER & THOMAS, LLP 
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